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3141303 @® | No.2-56 UNC - H7 Bottom (1.5P) 1.752 0.437 - 0.141 0.110 0.188 3
3141203 @® | No.2-56 UNC = H7 Plug (4P) 1.752 0.437 = 0.141 0.110 0.188 3
3141903 @® | No.2-56 UNC 2B+ - Bottom (1.5P) 1.752 0.437 - 0.141 0.110 0.188 3
3141803 @® | No.2-56 UNC 2B+ - Plug (4P) 1.752 0.437 = 0.141 0.110 0.188 3
3142303 @® | No.4-40UNC - H7 Bottom (1.5P) 1.874 0.295 0.559 0.141 0.110 0.188 4
3142203 @® | No.4-40UNC = H7 Plug (4P) 1.874 0.295 0.559 0.141 0.110 0.188 4
3142903 @® | No.4-40UNC 2B+ - Bottom (1.5P) 1.874 0.295 0.559 0.141 0.110 0.188 4
3142803 @® | No.4-40UNC 2B+ - Plug (4P) 1.874 0.295 0.559 0.141 0.110 0.188 4
3144303 @® | No.6-32UNC - H7 Bottom (1.5P) 2.000 0.362 0.685 0.141 0.110 0.188 4
3144203 @® | No.6-32UNC = H7 Plug (4P) 2.000 0.362 0.685 0.141 0.110 0.188 4
3144903 @® | No.6-32UNC 2B+ - Bottom (1.5P) 2.000 0.370 0.685 0.141 0.110 0.188 4 g
3144803 @® | No.6-32UNC 2B+ - Plug (4P) 2.000 0.370 0.685 0.141 0.110 0.188 4 —
3145303 @® | No.8-32UNC - H7 Bottom (1.5P) 2.126 0.374 0.752 0.168 0.131 0.250 4 (@]
3145203 @® | No.8-32UNC = H7 Plug (4P) 2.126 0.374 0.752 0.168 0.131 0.250 4 5
3145903 @® | No.8-32UNC 2B+ - Bottom (1.5P) 2.126 0.374 0.752 0.168 0.131 0.250 4 o
3145803 @® | No.8-32UNC 2B+ - Plug (4P) 2.126 0.374 0.752 0.168 0.131 0.250 4 I
3146303 @® |No.10-24 UNC - H7 Bottom (1.5P) 2374 0.492 0.866 0.194 0.152 0.250 4 -
3146203 @® |No.10-24 UNC = H7 Plug (4P) 2374 0.492 0.866 0.194 0.152 0.250 4
3146903 @® |No.10-24 UNC 2B+ - Bottom (1.5P) 2374 0.492 0.866 0.194 0.152 0.250 4
3146803 @® |No.10-24 UNC 2B+ - Plug (4P) 2374 0.492 0.866 0.194 0.152 0.250 4
3146703 @® | No.10-32 UNF - H7 Bottom (1.5P) 2374 0.492 0.866 0.194 0.152 0.250 4
3146603 @® | No.10-32 UNF = H7 Plug (4P) 2374 0.492 0.866 0.194 0.152 0.250 4
3146503 @® | No.10-32 UNF 2B+ - Bottom (1.5P) 2374 0.492 0.866 0.194 0.152 0.250 4
3146403 @® | No.10-32 UNF 2B+ - Plug (4P) 2374 0.492 0.866 0.194 0.152 0.250 4
3147303 ([ J 1/4 - 20 UNC - H7 Bottom (1.5P) 2.500 0.594 0.996 0.255 0.191 0313 4
3147203 ([ J 1/4 - 20 UNC = H7 Plug (4P) 2.500 0.594 0.996 0.255 0.191 0.313 4
3147903 ([ J 1/4 - 20 UNC 2B+ - Bottom (1.5P) 2.500 0.594 0.996 0.255 0.191 0313 4
3147803 () 1/4 - 20 UNC 2B+ - Plug (4P) 2.500 0.594 0.996 0.255 0.191 0.313 4
@ Stocked O Available Upon Request; MOQ May Apply A Globally Stocked
Note: Taps with class of fit 2B+ are designed for tapping thermosetting, reinforced plastics and laminated plastics such as epoxy, bakelite, fiberglass, etc. The 2B+ @

limit is based on the actual products limit and machining properties, taking the guess work out of H limit selection. Oversize 2B+ Series = +.0005" ~.001" over 2B

thread limit.
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